
 
 

frez/głowice

przy zakupie 
10 dopasowanych 
płytek na gniazdo

→ Sprawdź nasze warunki

Dotyczy płytek:  

ONMX, SDET, SDMT, SNGX, 
SNMX, SOHT, TNGX, XDET, 

RNMU, WNHX, TDET

Dotyczy narzędzi:  
SRN10, SRN12,STD17, SAD07D, 
SAD11E, SAD16E, SLN12X, STN10, 
STN16, SBN10, SWN04C, SSN11, 
SSD13, SON06C, SSO12

Uzyskaj 9O%
rabatu na

tel. 600 445 282

ADEX, ADMX, BNGX, LNEX,

Oferta ważna od 01.07.2025 do 31.12.2025

Oferta ważna od 01.07.2025 do 31.12.2025r.

e-mail:r.karcz@bhkarcz.pl

https://dormerpramet.com/eu_salescampaign2025.2


Uniwersalne frezy 90°
•	 Uniwersalne frezy na płytki ADMX i ADEX. 
•	 Niski opór skrawania pomaga w zastosowaniach wrażliwych na 

wibracje, zmniejsza obciążenie wrzeciona i zapobiega utwardzaniu 
się obrabianego materiału. 

•	 Przeznaczone do wszelkich zastosowań frezarskich, nawet do 
frezowania HFC przy użyciu specjalnych płytek ADEX.

SAD 07/11/16

frezowanie wybrań prostokątnych

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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max. kg

[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

Pasuje do płytek ADMX & ADEX

Frezy do wysokich posuwów
•	 Asortyment wszechstronnych frezów HFC z czteroostrzowymi 

płytkami, gwarantuje wydajną obróbkę szerokiej gamy materiałów. 
•	 Dzięki wyjątkowemu kształtowi gniazd, przystosowanych również 

do płytek ANHX do wykańczania, stanowią one pełny pakiet 
rozwiązań do zastosowań w produkcji form i matryc, z możliwością 
wykonywania zarówno obróbki zgrubnej jak i wykończeniowej.

SBN10

frezy do wysokich posuwów

Pasuje do płytek BNGX

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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max. kg

[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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max. kg

[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

Przejdźmy do sedna:
Frezy z wymiennymi płytkami

https://dormerpramet.com/search/SAD07%20SAD11%20SAD16
https://dormerpramet.com/search/SBN10


Przejdźmy do sedna: Frezy z wymiennymi płytkami

Frezy do paszczyzn na  pytki 
negatywne
•	 Nowa, wysoce ekonomiczna i wydajna głowica do obróbki 

powierzchni wykorzystująca dwa rodzaje dwustronnych płytek 
negatywnych.

•	 Ekonomiczne płytki ośmiokątne ON..06 z 16 krawędziami 
skrawającymi i APMX 4 mm, oraz kwadratowe produktywne płytki 
SN.. 17 z 8 ostrzami i APMX 7 mm. 

•	 Głowice (DC = 50 - 250 mm) dostępne również z nierównomierną 
podziałką. 

•	 Obróbka cieplna korpusu zapewniająca dłuższą trwałość narzędzia.

SON06C Pasuje do płytek ONMX & SNMX

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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max. kg

[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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

SAD11E

Possible usePrimary use

    

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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max. kg

[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

Frezowanie styczne naroży
•	 Wysoce produktywne frezy walcowo-czołowe 90° ze stycznymi 

4-krawędziowymi płytkami LNEX 12. 
•	 Przeznaczone są do szerokiego zakresu zastosowań. 
•	 Dostępne z chwytem cylindrycznym (DC = 25–40 mm), weldon 

(DC = 25–40 mm) i nasadzanym (DC = 40–125 mm), wszystkie 
wyposażone w wewnętrzne układy chłodzenia. 

•	 Solidny korpus freza zapewnia długą trwałość narzędzia i doskonałą 
odporność na pękanie.

•	 Ulepszona wytrzymałość korpusu i gruby rdzeń zapewniają zwiększoną 
sztywność, dając niezawodny proces skrawania z niskimi wibracjami 
i długą trwałością narzędzia zarówno dla płytki jak i korpusu.

•	 Łatwo dostępne duże śruby mocujące zapewniają prostą wymiane 
płytek.

SLN12X

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD16E

420

P
 
M

 
K

 
N

 
S

 
H

GAMF

A
P
M
X

KAPR

GAMP

hm

0.08 - 0.16

hm
0.06 - 0.13

KAPR 90°

APMX 9.0 mm

SAD11E  
DC OA

L

DC
ON

 M
S

DC
CB LU LU
X LF TD
Z

CZ
C M

S

KW
W

KW
D

GA
M

F

GA
M

P 1 2

3

4

56

7

8

max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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max. kg

[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

Pasuje do płytek LNEX

frezowanie wybrań prostokątnych

frezowanie paszczyzn

https://dormerpramet.com/SON06C-economical-face-milling
https://dormerpramet.com/SLN12X-productive-tangential-shoulder-milling


Przejdźmy do sedna: Frezy z wymiennymi płytkami

Wszechstronne frezowanie 
paszczyzn 45°
•	 Bardzo wszechstronny frez czołowy 45˚ na jednostronne płytki SD.. 

13 o maksymalnej głębokości skrawania wynoszącej 6,4 mm. 
•	 Przeznaczony do szerokiego zakresu zastosowań w dowolnych 

materiałach obrabianych.
•	 Frez SSD13F jest dostępny w wersjach Weldon lub nasadzanej 

również z nierównomierną podziałką i występuje w szerokiej gamie 
rozmiarów. 

•	 Korpus poddany obróbce cieplnej zapewnia dłuższą trwałość 
narzędzia. 

•	 Węglikowa płytka podporowa w gnieździe zapewnia dodatkową 
stabilność i bezpieczeństwo procesu oraz chroni korpus frezu, 
zapewniając wysoką trwałość. 

•	 Wewnętrzne doprowadzanie chłodziwa umożliwia lepsze 
odprowadzanie wiórów i uzyskiwanie wysokiej jakości powierzchni.

SSD13 Pasuje do płytek SDMT

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

Ekonomiczne frezy do wysokich 
posuwów
•	 Produktywne frezy do obróbki z dużymi posuwami. 
•	 Służą do frezowania od miękkiej stali nierdzewnej po hartowaną 

stal narzędziową. 
•	 Nowo dodana geometria HM.
•	 Frezy HFC o większych średnicach do stosowania dwustronnych 

płytek SNGX 11 z 8 krawędziami skrawającymi. 
•	 Max. głębokość skrawania 1,7 mm. 
•	 Zalecana średnia grubość wióra wynosi od 0,20 do 0,46 mm. 
•	 Frezy stosuje się do szerokiego zakresu zastosowań.
•	 Od Ø 40 wzwyż frezy są wykonane z nierównomierną podziałką 

ostrzy. 
•	 Wszystkie oferowane frezy posiadają chłodzenie wewnętrzne.

SSN11 Pasuje do płytek SNGX

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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max. kg

[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

frezy do wysokich posuwów

frezowanie paszczyzn

https://dormerpramet.com/SSD13F-versatile-face-milling
https://dormerpramet.com/c/psf169268


Przejdźmy do sedna: Frezy z wymiennymi płytkami

Ekonomiczne frezy na dwustronne 
płytki
•	 STN16 to frezy 90° dostępne z chwytem cylindrycznym, weldon, 

wersje nakręcane lub nasadzane. Do stosowania z dwustronnymi 
płytkami TNGX 16 z 6 krawędziami skrawającymi i max. głębokości 
5 mm.

•	 Wszystkie oferowane frezy posiadają chłodzenie wewnętrzne.

STN10/16 Pasuje do płytek TNGX

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

Wszechstronne frezy do wysokich 
posuwów
•	 Nowa, wszechstronna rodzina frezów do obróbki z wysokimi 

posuwami, dostosowana do obróbki wymagających elementów 
w przemyśle form i matryc.

•	 Niezawodne narzędzia o niskim poziomie wibracji, zredukowanym 
hałasie i wyjątkowej wydajności energetycznej. 

•	 Doświadcz płynnego frezowania, wydłużonej trwałości narzędzia 
i znacznych oszczędnościach energii - inteligentna inwestycja we 
wszechstronność i wydajność.

SSO12 Pasuje do płytek SOHT

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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max. kg

[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

frezowanie wybrań prostokątnych

frezy do wysokich posuwów

https://dormerpramet.com/search/TNGX
https://dormerpramet.com/SSO12-Versatile-high-feed-milling


Przejdźmy do sedna: Frezy z wymiennymi płytkami

Wysokoprecyzyjne frezy do 
kopiowania
•	 Te frezy modułowe mają teraz nową konstrukcję cylindra mocującego 

(DCON MS) z naturalnie samocentrującym, mocno ściętym stożkiem. 
•	 Ponadto zamiast pokrycia niklem zmieniliśmy wykończenie frezów 

SWN04C na poczernione, co zmniejszyło zakres tolerancji dla 
ustawienia i mocowania płytki w gnieździe. 

•	 Obie modernizacje zwiększyły dokładność mocowania i ograniczyły 
bicie promieniowe ostrzy praktycznie do zera, zachowując jednocześnie 
kompatybilność ze standardowymi uchwytami modułowymi!

SWN04 Pasuje do płytek WNHX

frezowanie kopiowe

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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Possible usePrimary use

    

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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max. kg

[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.

Product



420

P
 
M

 
K

 
N

 
S

 
H

GAMF

A
P
M
X

KAPR

GAMP

hm

0.08 - 0.16

hm
0.06 - 0.13

KAPR 90°

APMX 9.0 mm

SAD11E  

DC OA
L

DC
ON

 M
S

DC
CB LU LU
X LF TD
Z

CZ
C M

S

KW
W

KW
D

GA
M

F

GA
M

P 1 2

3

4

56

7

8

max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

Frezy kopiujące do wymagających 
zastosowań
•	 Nowa rodzina frezów do kopiowania, przeznaczona do 

wymagających zastosowań.
•	 Dzięki ekonomicznym dwustronnym okrągłym płytkom z ośmioma 

krawędziami skrawającymi, SRN maksymalizuje wydajność usuwania 
materiału przy jednoczesnym obniżeniu kosztów materiałowych 
nawet o 20%.  

•	 Pozytywna geometria zapewnia płynne, wydajne frezowanie, 
a zwiększona stabilność zapewnia precyzyjną obróbkę, nawet 
stopów wysokotemperaturowych. 

•	 Dostępne zarówno w lekkich, jak i średnich geometriach skrawania, 
SRN jest idealnym rozwiązaniem dla przemysłu lotniczego, 
energetycznego i innych branż wymagających wysokowydajnej 
obróbki.

SRN10/12 Pasuje do płytek RNMU

frezowanie kopiowe

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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max. kg

[mm] [mm] [mm] [mm] [mm] [°] [°]

10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.

Product



420

P
 
M

 
K

 
N

 
S

 
H

GAMF

A
P
M
X

KAPR

GAMP

hm

0.08 - 0.16

hm
0.06 - 0.13

KAPR 90°

APMX 9.0 mm

SAD11E  
DC OA

L

DC
ON

 M
S

DC
CB LU LU
X LF TD
Z

CZ
C M

S

KW
W

KW
D

GA
M

F

GA
M

P 1 2

3

4

56

7

8

max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD16E

420

P
 
M

 
K

 
N

 
S

 
H

GAMF

A
P
M
X

KAPR

GAMP

hm

0.08 - 0.16

hm
0.06 - 0.13

KAPR 90°

APMX 9.0 mm

SAD11E  

DC OA
L

DC
ON

 M
S

DC
CB LU LU
X LF TD
Z

CZ
C M

S

KW
W

KW
D

GA
M

F

GA
M

P 1 2

3

4

56

7

8

max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

https://dormerpramet.com/SWN04C-high-precision-cutters-revamped
https://dormerpramet.com/new-products-2025/srn-family


Przejdźmy do sedna: Frezy z wymiennymi płytkami

Najnowsza rodzina frezów do 
obróbki odsadzeń
•	 Odkryj wszechstronność i opłacalność dzięki naszej nowej rodzinie 

frezów do obróbki odsadzeń. 
•	 Seria STD oferuje cztery uniwersalne rodzaje mocowań i cztery 

rodzaje trójkątnych płytek. Każda płytka posiada trzy krawędzie 
skrawające, co zapewnia niższy koszt na detal dzięki wyższej 
wydajności.

•	 Cztery specjalistyczne geometrie są dostosowane do lekkich, 
średnich, zgrubnych operacji oraz efektywnej obróbki aluminium. 
Ten asortyment pozwala na głębokości skrawania do 11 mm 
i sprawdza się w szerokim zakresie zastosowań.

STD17 Pasuje do płytek TDET

SBN10 High Feed Milling Cutter for BNGX inserts

Productive high-feed machining of a wide variety of materials. The 
progressive SBN10 cutters are suitable for most milling applications. 
Its unique pocket design can also carry precise ANHX inserts (DC = 16 
- 42 mm) for finishing of wall and bottom offering a complete package 
for die and mold applications from fast roughing to finishing.

FEATURES AND BENEFITS SBN10 

Versatile usage from fast roughing to finishing
Productive HFC milling with axial depth of cut up to 1mm
Reliable chip control improves process security in excessive 
overhang
4 cutting edges on BNGX inserts in geometries M for steels, 
cast irons and MM for stainless steels, super alloys and HM 
specifically for hard steels and cast irons
Finishing operations supported by 2-edged ANHX insert
Competitive range from 16 up to 66 mm

BODY FOR

1€
WITH

10 INSERTS
PER POCKET

Universal square shoulder milling cutters that work 
together with ADMX and ADEX inserts. Low cutting 
resistance helps in vibration sensitive applications, 
reduces spindle load and prevents work hardening. They 
are suitable for any milling application even HFC milling 
with specific ADEX inserts.

FEATURES AND BENEFITS SAD07 / SAD11 / SAD16 

Universal usage for various milling operations 
Wide application range supported by easy-to-chose 
geometries FA, F, FM, MM, MF, R, HF and HF2
Complete assortment range starting from SAD07 with 
diameter 10 mm up to SAD16 with diameter 175 mm 

SAD 07/11/16 Universal shoulder milling cutters for ADMX inserts
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10A2R016A08-SAD07D-C 10 100 8 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R016A10-SAD07D-C 10 80 10 16 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A08-SAD07D-CF 10 100 8 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
10A2R018A10-SAD07D-CF 10 80 10 18 – – -12 8 2 – 61600 ü 0.07 GI276 SQ010
12A2R018A10-SAD07D-C 12 120 10 18 – – -10 8 2 – 56300 ü 0.09 GI276 SQ010
12A2R018A12-SAD07D-C 12 90 12 18 – – -10 8 2 – 56300 ü 0.10 GI276 SQ010
12A3R018A12-SAD07D-C 12 90 12 18 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
12A3R020A12-SAD07D-CF 12 90 12 20 – – -10 8 3 – 56200 ü 0.10 GI276 SQ010
14A3R018A12-SAD07D-C 14 140 12 18 – – -9 8 3 – 52100 ü 0.15 GI276 SQ010
14A3R018A14-SAD07D-C 14 90 14 18 – – -9 8 3 – 52100 ü 0.12 GI276 SQ010
14A3R020A12-SAD07D-CF 14 140 12 20 – – -9 8 3 – 52100 ü 0.14 GI276 SQ010
14A3R020A14-SAD07D-CF 14 90 14 20 – – -9 8 3 – 52100 ü 0.09 GI276 SQ010
16A3R019A14-SAD07D-C 16 160 14 19 – – -8 8 3 – 48700 ü 0.21 GI276 SQ011
16A3R019A16-SAD07D-C 16 110 16 19 – – -8 8 3 – 48700 ü 0.18 GI276 SQ011
16A4R019A16-SAD07D-C 16 110 16 19 – – -8 8 4 – 48700 ü 0.18 GI276 SQ011
18A4R019A16-SAD07D-C 18 180 16 19 – – -7.5 8 4 ü 45900 ü 0.28 GI276 SQ011
18A4R019A18-SAD07D-C 18 110 18 19 – – -7.5 8 4 ü 45900 ü 0.22 GI276 SQ011
20A4R020A18-SAD07D-C 20 200 18 20 – – -7 8 4 ü 43600 ü 0.38 GI276 SQ011
20A4R020A20-SAD07D-C 20 125 20 20 – – -7 8 4 ü 43600 ü 0.30 GI276 SQ011
20A5R020A20-SAD07D-C 20 125 20 20 – – -7 8 5 ü 43600 ü 0.30 GI276 SQ011
25A5R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 5 ü 39000 ü 0.52 GI276 SQ011
25A6R024A25-SAD07D-C 25 140 25 24 – – -6.5 8 6 ü 39000 ü 0.52 GI276 SQ011
12A2R020M06-SAD07D-C 12 35 6.5 – 20 M6 -10 8 2 – – ü 0.05 GI276 SQ010
14A3R020M08-SAD07D-C 14 38 8.5 – 20 M8 -9 8 3 – – ü 0.05 GI276 SQ010
14A3R023M08-SAD07D-CF 14 41 8.5 – 23 M8 -9 8 3 – – ü 0.05 GI276 SQ010
16A4R023M08-SAD07D-C 16 41 8.5 – 23 M8 -8 8 4 ü – ü 0.06 GI276 SQ011
20A5R030M10-SAD07D-C 20 49 10.5 – 30 M10 -7 8 5 ü – ü 0.09 GI276 SQ011

FORCE AD07 Square Shoulder Mill with Internal Coolant
90˚ end mill utilising positive AD.. 07 style insert with APMX of 5 mm. Suitable for applications, including face, shoulder, slot, helical, trochoidal, 
ramping and plunge milling. Available in cylindrical and modular style and with differential tooth pitch, in Ø10 up to Ø32 mm. Body treated for 
longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.
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max. kg

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°]

16A2R024A14-SAD11E-C 16 160 14 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.21 GI169 SQ025 –
16A2R024A16-SAD11E-C 16 135 16 – 24 – – – – – – -12.8 4 2 – 30100 ü 0.19 GI169 SQ025 –
16A2R050A16-SAD11E-C 16 135 16 – 50 – – – – – – -12.8 4 2 – 30100 ü 0.20 GI169 SQ025 –
18A2R029A20-SAD11E-C 18 150 20 – 29 – – – – – – -12 4.5 2 – 28400 ü 0.35 GI169 SQ025 –
20A2R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 2 – 27000 ü 0.33 GI169 SQ020 –
20A2R070A20-SAD11E-C 20 150 20 – 70 – – – – – – -11.5 5 2 – 27000 ü 0.32 GI169 SQ020 –
20A3R029A18-SAD11E-C 20 200 18 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.38 GI169 SQ025 –
20A3R029A20-SAD11E-C 20 150 20 – 29 – – – – – – -11.5 5 3 – 27000 ü 0.33 GI169 SQ025 –
22A3R029A20-SAD11E-C 22 200 20 – 29 – – – – – – -11.5 5 3 – 25600 ü 0.49 GI169 SQ025 –
25A3R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 3 – 24100 ü 0.42 GI169 SQ020 –
25A3R080A25-SAD11E-C 25 170 25 – 80 – – – – – – -10.2 5 3 – 24100 ü 0.55 GI169 SQ020 –
25A4R034A25-SAD11E-C 25 170 25 – 34 – – – – – – -10.2 5 4 – 24100 ü 0.42 GI169 SQ025 –
25A4R040A25-SAD11E-C 25 250 25 – 40 – – – – – – -10.2 5 4 – 24100 ü 0.86 GI169 SQ025 –
30A3R080A32-SAD11E-C 30 200 32 – 80 – – – – – – -9.3 7 3 – 22000 ü 1.02 GI169 SQ020 –
32A3R090A32-SAD11E-C 32 195 32 – 90 – – – – – – -9 5 3 – 21300 ü 1.01 GI169 SQ020 –
32A5R034A32-SAD11E-C 32 195 32 – 34 – – – – – – -9 8 5 – 21300 ü 1.03 GI169 SQ025 –
35A5R025A32-SAD11E-C 35 200 32 – 25 – – – – – – -9 8 5 – 20300 ü 1.16 GI169 SQ020 –
16A2R027B16-SAD11E-C 16 75 16 – – 27 – – – – – -12.8 4 2 – 30100 ü 0.09 GI169 SQ025 –
20A2R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 2 – 27000 ü 0.13 GI169 SQ020 –
20A3R032B20-SAD11E-C 20 82 20 – – 32 – – – – – -11.5 5 3 – 27000 ü 0.13 GI169 SQ025 –
25A3R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 3 – 24100 ü 0.29 GI169 SQ020 –
25A4R042B25-SAD11E-C 25 98 25 – – 42 – – – – – -10.2 5 4 – 24100 ü 0.31 GI169 SQ025 –
32A4R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 4 – 21300 ü 0.27 GI169 SQ020 –
32A5R042B32-SAD11E-C 32 102 32 – – 42 – – – – – -9 8 5 – 21300 ü 0.52 GI169 SQ025 –
16A2R030E02-SAD11E-C 16 94 – – 25 – 30 – 2 – – -12.8 4 2 – 30100 ü 0.15 GI169 SQ025 –
20A3R035E03-SAD11E-C 20 116 – – 30 – 35 – 3 – – -11.5 5 3 – 27000 ü 0.28 GI169 SQ025 –
25A4R043E03-SAD11E-C 25 124 – – 38 – 43 – 3 – – -10.2 5 4 – 24100 ü 0.32 GI169 SQ025 –

FORCE AD11 Square Shoulder Mill with Internal Coolant
90˚ end and shell mills utilising positive AD.. 11 style insert with APMX of 9 mm. Suitable for face, shoulder, slot, helical, trochoidal, ramping 
and plunge milling. Available in cylindrical, Weldon, Morse taper, modular and arbor (with differential tooth pitch) style, in Ø16 up to Ø125 mm. 
Body treated for longer tool life.

Product



SAD11E

Possible usePrimary use

    

frezowanie wybrań prostokątnych

https://dormerpramet.com/new-products-2025/std-family


•	 Frezowanie HFC
•	 Na płytki typu SAD.. 07, 11, 16
•	 Szeroki zakres zastosowań

ADEX

•	 Produktywne frezowanie 
walcowo-czołowe

•	 4-ostrzowe płytki
•	 Opatentowany segment z rowkiem 

w kształcie litery U dla doskonałego 
odprowadzania wiórów

LNEX

•	 Frezowanie wybrań 
prostokątnych

•	 Na płytki typu SAD.. 07, 11, 16
•	 Szeroki zakres zastosowań
•	 Wysoka produktywność

ADMX

•	 Ekonomiczne frezowanie 
płaszczyzn

•	 Wysoce ekonomiczne płytki 
16-ostrzowe

•	 Geometria F, M i R do lekkiej, 
średniej i cieżkiej obróbki

ONMX

•	 Frezowanie HFC
•	 Ekonomiczne płytki 4-ostrzowe
•	 Pierwszy wybór do frezowania
•	 Odpowiedni dla SBN10

BNGX

•	 Ekonomiczne frezowanie 
płaszczyzn

•	 Oszczędne płytki 8-ostrzowe
•	 Stal, stal hartowana, stal nier-

dzewna i superstopy żaroodporne
•	 Obróbka średnia i zgrubna

SNMX

Zaopatrz się w płytki 
do frezowania

rabatu na dopasowany 
frez/głowice

→ aby aktywować 90%

https://dormerpramet.com/search/adex
https://dormerpramet.com/SLN12X-productive-tangential-shoulder-milling
https://dormerpramet.com/search/ADMX
https://dormerpramet.com/SON06C-economical-face-milling
https://dormerpramet.com/search/BNGX
https://dormerpramet.com/SON06C-economical-face-milling


Zaopatrz się w płytki do frezowania → aby aktywować 95% rabatu na dopasowany 
frez/głowice

•	 Wszechstronne frezowanie 
płaszczyzn

•	 Geometria M i R dla lekkich, 
średnich i ciężkich warunków 
skrawania w szerokim zakresie 

•	 materiałów

SDMT

•	 Frezowanie kopiowe
•	 Ekonomiczna dwustronna płytka 

okrągła
•	 Stale miękkie, stale nierdzewne, 

HRSA
•	 Obróbka lekka & średnia

RNMU

•	 Frezowanie profili
•	 Płytka 6-ostrzowa do obróbki 

wykańczającej
•	 Stal hartowana, żeliwo,stal 

hartowana i staliwo
•	 Obróbka wykończeniowa ścianek 

i płaszczyzn na długim wysięgu

WNHX

•	 Wszechstronna obróbka 
odsadzeń

•	 Precyzyjnie szlifowana płytka
•	 Wszystkie materiały (P, M, K, N, 

S, H)
•	 Obróbka lekka i z grubna

TDET

•	 Frezowanie HFC
•	 4-ostrzowa płytka HFC
•	 Stal, stal hartowana, stale 

miękkie, stal nierdzewna i 
superstopy żaroodporne

•	 Obróbka lekka i zgrubna

SOHT

•	 Ekonomiczne frezowanie 
wybrań prostokątnych

•	 Do frezowania stali i materiałów 
nieżelaznych

•	 6 krawędzi skrawających

TNGX

•	 Frezowanie czołowe
•	 Płytka wiper
•	 Stal, żeliwo, stal nierdzewna
•	 Wysokiej jakości wykończenie 

powierzchni

XDET

•	 Frezowanie HFC
•	 Do frezowania od miękkiej stali 

nierdzewnej do hartowanej stali 
narzędziowej

•	 Nowo dodana geometria HM 
do materiałów hartowanych

SNGX

•	 Wszechstronne frezowanie 
płaszczyzn

•	 Precyzyjnie szlifowana płytka
•	 Materiały M, N, S
•	 Obróbka lekka i zgrubna

SDET

https://dormerpramet.com/search/rnmu
https://dormerpramet.com/c/psf43233
https://dormerpramet.com/search/tdet
https://dormerpramet.com/SSO12-VERSATILE-HIGH-FEED-MILLING
https://dormerpramet.com/search/TNGX
https://dormerpramet.com/c/psf257468
https://dormerpramet.com/SSD13F-versatile-face-milling
https://dormerpramet.com/c/psf169268
https://dormerpramet.com/SSD13F-versatile-face-milling


Zalety naszych narzędzi do frezowania:
✓ Zaawansowane geometrie zoptymalizowane dla różnych materiałów — stal, żeliwo, aluminium

✓ Szeroki wybór frezów z chłodzeniem wewnętrznym i nierównomierną podziałką dla zapewnienia 
    stabilnej obróbki

✓ Nowe linie produktów zwiększają wydajność, obniżają koszty i wydłużają żywotność narzędzi

✓ Jasna kompatybilność płytek i frezów ułatwia zarządzanie narzędziami

Szeroka gama produktów

Zaprojektowane dla maksymalnej wydajności

Trwałe i wytrzymałe

Stałe i stabilne generowanie wiórów

Gotowe do 
każdej operacji 
frezowania

Od obróbki zgrubnej po 
precyzyjne wykańczanie

 

https://www.youtube.com/watch?v=BaNliYnu3Rs&feature=youtu.be
https://dormerpramet.com/support/find-us



