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HELIOS - PREISSER

1372 DIGI-MET® Depth gauges 1P67 )

1372 416
C Model Functions Delivery
= Stainless steel = ON/ OFF = Plastic case
= Inductive measuring = Quick-Start = Screw-on extended
system, protection class = Quick-Lock (key lock) measuring bridges must
P67 = PRESET-Function be ordered separately
= ISO 13385 (setting a numerical value) (page 53)
= Locking screw = Set to zero at any point
= LCD display 11 mm = mm / inch switching
= Measuring pin dia. 1.5 mm
M| T4 Measuring range Length of beam Reading Error limit Order no. List price
mm inch mm mm inch mm EUR
. 0-150 0-6 100 0.01 .0005 0.03 1372 416 438.00
. 0-200 0-8 100 0.01 .0005 0.03 1372 418 481.00
. 0-300 0-12 150 0.01 .0005 0.04 1372 422 536.00
. 0-500 0-20 150 0.01 .0005 0.05 1372 428 617.00

1271 Extension depth attachment base A

hd . o . . . i | 1271 451
b|S4| Measuring bridge length Order no. List price
mm EUR
200 1271 451 101.00
300 1271 452 117.00
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Model 5 5 M4 |>4&|  Order no. List price
= To be attached to the i EUR
measuring pin i .| 1245 | 67.00
= Ball dia. 4 mm N

Q =QuickLock .L =QuickStart V,:\); =Waterproof acc. IP =« =Data output 1"‘ =DIN \_59



