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0819 External micrometers with interchangeable inserts

Model

•  Reading: 0.01 mm
•  Reading parts are satin chrome 

•  Locking lever 
•  Ratchet stop

•  Carbide measuring faces
•  Thermally insulated 
•  Coated malleable cast iron frame* or 

coated light alloy frame with interch-
angeable anvil 

Delivery

• Wooden case
•  Includes setting standards

Measuring range Pitch Spindle dia. Thimble dia. Order no. List price

mm mm mm mm EUR

0 - 100 0.5 8 20 0819 501 208.00

0 - 150 0.5 8 20 0819 502 232.00

100 - 200 0.5 8 20 0819 503 256.00

150 - 300 0.5 8 20 0819 505 292.00

200 - 300 0.5 8 20 0819 510 281.00

300 - 400 0.5 8 24 0819 511 354.00

400 - 500 0.5 8 24 0819 512 403.00

500 - 600 0.5 8 24 0819 513 465.00

600 - 700 0.5 8 24 0819 514 573.00

• 700 - 800 0.5 8 24 0819 515 660.00

• 800 - 900 0.5 8 24 0819 516 757.00

• 900 - 1000 0.5 8 24 0819 517 855.00

• 1000 - 1200 1 8 30 0819 519 1587.00

• 1200 - 1400 1 8 30 0819 521 1709.00

• 1400 - 1600 1 8 30 0819 523 2013.00

• 1600 - 1800 1 8 30 0819 525 2313.00

• 1800 - 2000 1 8 30 0819 527 2660.00


